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Description 
AGRIFARM 4 STROKE 30 ENGINE OIL is a high 

quality SAE 30 monograde engine oil for use in a 

range of 4-Stroke petrol and diesel engines. 

 

Application 

 
AGRIFARM 4 STROKE 30 ENGINE OIL is ideally 

suited for use in petrol engines fitted to agricultural 

and horticultural machines and may also be used in 

many diesel engines fitted to stationary equipment 

and generators. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Advantages 

• Suitable for petrol and diesel engines 

• Traditional monograde viscosity for older 
designs 

• Excellent protection against wear and deposit 
build-up 

 

Specifications 

• API CF/SG 

 

Approvals 

• - 

 

FUCHS Recommendation 

• Mercedes 227.0 / 228.0 

 

AGRIFARM 4 STROKE 30 ENGINE OIL 
High Performance Monograde Engine Oil 
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Further Information 

CHARACTERISTICS: AGRIFARM 4 STROKE 30 ENGINE OIL 

SAE   30 

Specific gravity at 15°C IP160  0.883 

Kinematic viscosity at 40ºC IP71 mm2/s 92.4 

Kinematic viscosity at 100ºC IP71 mm2/s 11.5  

Viscosity Index IP226  112 

Flash point IP34 ºC 202 

Pour point IP15 ºC -30 
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